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Griinde fiir den Einbau hydraulischer Gerate
in eine Arbeitsbiihne

e Hoherer Nutzwert der Maschine

e Niedriger Anschaffungspreis

* Geringere Unterhaltskosten gegentliber Einzelgeraten
» Sicheres Arbeiten durch integrierte Kabelleitungen

e Langer Arbeiten dank der Nutzung des gemeinsamen
Motors und seines Treibstofftanks

* Geringere Emissionen

* Geringerer Treibstoffverbrauch

* Hohere Leistung als preisgleiche Einzelgerate
* Platzersparnis

* Geringere Transportkosten

* Diebstahlschutz

* Langere Lebensdauer
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e Generatoren

sind die vielseitigsten und am haufigsten
eingesetzten Zusatzgerate flur Arbeitsbihnen.

Der hydraulisch erzeugte Strom wird verwendet
fur den Antrieb elektrischer Maschinen, Licht,
SchweilSen...

Der Generator lasst sich sehr einfach in den
hydraulischen Kreislauf integrieren.

Durch die Integration auf der Arbeitsbiihne fallen
keine spateren Zusatzkosten fir den Transport
eines separaten Generators an. Integrierte Gerate
werden nicht gestohlen.

Durch die Nutzung der starken Antriebsmotoren
wird ein sehr konstanter Strom erzeugt, die
angeschlossenen Maschinen werden geschont.

e 230 und 400 Volt Spannung
e Bis 70 kVA Leistung
e Mit integriertem Schweigerat lieferbar
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* Kompressoren

* Druckluft
400 bis 7500 L/min. bei 8 bar

* Sie sind leicht in den Hydraulikkreislauf zu
integrieren.

* Sie werden zum Reinigen, Lackieren und zum
Antreiben pneumatischer Werkzeuge verwendet.

e Mit und ohne Druckluftspeicher (Tank)

e Ausfiihrungen

Kolben-Kompressoren

Lamellen-Kompressoren

Schrauben-Kompressoren
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e Hochdruckreiniger

Sie werden zum Reinigen, Entrosten, Saubern
von Regenrinnen und zum Endlacken
verwendet. {
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Wir liefern:

e komplette einsatzbereite Gerate mit

CE-Zertifikat.

e technische Dokumentation
e qusfuhrliche Einbau- und

Betriebsanleitungen
e Ersatzteillisten

e Schemazeichnung Uber das
Funktionsprinzip der Gerate

e direkt vom Hersteller

Anwendungen fur Arbeitsbiihnen

Picture 5: Operating description of HPW pump 1

HPW-pump is driven by hyraulic flow through the hydraulic ports (P) and (T).
Hydraulic flow moves the piston assembly (1) into its extreme position. After
exteme position reached, reversal valve (2) inside the piston assembly changes
the direction of hydraulic flow and the piston assembly starts to move into the
opposite direction.
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Aggregate und Werkzeuge

* Anweisungen, e Anleitungen,
die detailiert zeigen wie unsere Gerate in fir die Anbringung von Zubehor.
verschiedenen hydraulischen Systemen
eingebaut werden.

7 kil
Picture 11: Connection figure for open centre hydraulic system with Load Sensing
variable displacement pump

Picture 27: Installation into pumping fluid line

1. Intake filter for pumping fluid.

1. DYNASET hydraulic equipment 4. Open centre directional 5K " —
. Air separator for pumping fluid.
2. DYNASET Priority valve PV-SAE control valies o RUMEI
3.1, DYNASET PC-SAE 5. QOil coaler 3. Pumping fluid intake line hose diameter.
pressure compensator 6. Oilfilter 4. Pumping fluid intake line can be pressurised, maximum feed pressure can be
2.2. DYNASET LSV Load 7. Oiltank typically 16 bar.
sensing valve 5. Pumping fluid temperature, typically between 5 to 70 °C

3. Base machines variable

displacement pump 6. Most HPW pumps can be used as self-priming and the head of a pumping fluid

intake line is typically 3 m as maximum.
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e Problembehandlung,

fir die schnelle Analyse und Behebung

* Reparaturanweisungen,

fir die fachgerechte und kostenglinstige

Instandsetzung.

6.4. REPLACING WATER VALVES

1. Remove screws from the head.

A\ ATTENTION!

The pressure valve's spring has less turns than the suction valve’s spring.
Do not mix up the valves when re-assembling the pump!

von Fehlern.

FAILURE

REASCON

CORRECTIVE ACTION

HPW pump works, but does
not deliver water flow.

Water intake and pressure
valves are open (jammed
with debris) or damaged.

Check water valves and clean
them thoroughly or replace when
damaged.

Regulator’s unloader
valve opens from intake
to pressure (models with
water pressure unloader
valve).

Check the valve and repair failure.

FAILURE

REASGON

CORRECTIVE ACTION

HPW pump does not receive

Intake hose detached or
hose breathes.

Check and fix the hose and
connectors.

Water supply line clogged.

Check strainer or water filter and
clean thoroughly.

pumping fluid
Check the performance with
Suction head to high. pressurized water supply wheh
possible.
FAILURE REASCON CORRECTIVE ACTION

Water pressure line blocked.

Nozzle clogged.

Check the nozzle and clean
thoroughly.

Regulator’s check valve
damaged, pressure line
blocked (models with
water pressure unloader
valve).

Check the valve and repair failure.

FAILURE

REASON

CORRECTIVE ACTION

Water flow rate too small

Insufficient hydraulic flow
or pressure.

Adjust the hydraulic flow to the
demanded level at required
pressure.

Nozzle of your pressure
tool undersized.

Verify the nozzle sizing and
replace with proper one.

Pressure |oss in delivery
hose.

Verify the hose sizing and replace
with proper one.
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KW Hydraulik GmbH

Hydraulikaggregate und Werkzeuge

Koéppelsdorfer Str. 132
96515 Sonneberg

Tel. +49 3675 42198 0
info@kw-hydraulik.de
www.kw-hydraulik.de



